Max. Payload Capacity
LxWxH in mm

Bed Inner LxWxH in mm
Bed Floor Height

Engine

Max. Output

Max. Torque

Engine Start

Transmission

Transmission Position
Number of Gears / Forward
Number of Gears / Reverse
Min. Ground Clearance
Brake

Steering Mechanism
Rubber Track Width

Tread

Track Ground Contact
Bucket Size (normal/heaped)
Ground Pressure (unload)
Ground Pressure (load)
Swivel Bucket 180°
Dumping Speed (up/down)
Dumping System

Dumping Direction
Dumping Angle
Gradeability (unload/load)
Min. Turning Radius
Machine Weight
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a

B4DP

9,7 kN / 990 kg
2595 x 980 x 1465
1340 x 890 x 490
620 mm
Kubota D772
11,0 kW / 15,0 HP
37,0 Nm / 2200 RPM
Electro
Double HST HT133C
Rear assembled
HST 0,0 - 5,4 km/h
HST 0,0 - 5,4 km/h
145 mm
Internally Expanding
HST
230 mm
750 mm
1160 mm
0,39 /0,50 m°
0,18 kgf / cm’
0,37 kgf / cm’
6,0 sec.

6,3/ 5,1 sec.
Hydraulic - Gearpump
180° pivoting dump
90°
25°/15°
1550 mm
910 kg

E .

BDP

9,7 kN / 990 kg
2570 x 1000 x 1360
1315 x 890 x 495
620 mm
Kubota D772
11,0 kW / 15,0 HP
37,0 Nm / 2200 RPM
Electro
Double HST HT133C
Rear assembled
HST 0,0 - 5,4 km/h
HST 0,0 - 5,4 km/h
145 mm
Internally Expanding
HST
230 mm
750 mm
1160 mm
0,43/055m’
0,18 kgf / cm’
0,37 kgf / cm’
6,3/ 5,1 sec.
Hydraulic - Gearpump

One-way dump
90°
25°/15°
1550 mm
910 kg

¥

TDP

9,7 kN / 990 kg
2840 x 1025 x 1465
1340 x 890 x 490
555 mm
Kubota D772
11,0 kW /15,0 HP
37,0 Nm / 2200 RPM
Electro
Double HST HT133C
Rear assembled
HST 0,0 - 5,4 km/h
HST 0,0 - 5,4 km/h
145 mm
Internally Expanding
HST
230 mm
750 mm
1160 mm
0,38 /0,50 m’
0,18 kgf / cm?
0,36 kgf / cm’
6,3/ 5,1 sec.
Hydraulic - Gearpump
One-way dump
90°
25°/15°
1550 mm
910 kg

powered by

SELF LOADER IS OPTIONAL
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